
 

LINKAGE GUARD INSTALLATION INSTRUCTIONS 

1. Remove the skidplate from the motorcycle.  
2. Line up the two mounting holes of the linkage guard to the two mounting holes on the rear of the skid plate. The linkage guard 
will be on the bottom side of the skidplate.  
3. Using the provided M6x16 slide it through the one of the provided disc washers, through the linkage guard and through the skid 
plate.  
4. Take one of the provided spacer and slide it over the bolt through the skid plate so that it fits in the skidplate hole around the 
bolt. (FIG 1) 
5. Take one of the provided lock nuts and thread it on to the bolt. (FIG 2) Tighten using an 8mm T-Handle or socket on the bolt and 
a 10mm Wrench on the nut. (FIG 3) 
6. Repeat steps 3-5 on the other mounting hole.  
7. Reinstall the skidplate to the motorcycle. 
8. Have fun and enjoy your next ride.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

LINKAGE GUARD INSTALLATION INSTRUCTIONS 
PART NUMBER: 31-1123 

 
 
 
 
 
 


