
 

SKIDPLATE INSTALLATION INSTRUCTIONS 

1. Using an 8mm T-Handle or socket, remove the 4 OEM skidplate mounting bolts. There is 2 in the front and 1 on each side.(FIG 1) 
2. Using a 10mm combination wrench, remove the bottom most exhaust mount bolts located near the linkage of the motorcycle. 
(FIG 2) 
3. Line up the Enduro Engineering Skidplate to the motorcycle, there is a mounting tab on the skidplate that will line up with the 
bolt hole from step 2.  
4. Thread the provided M6x30 bolt through the skidplate tab and into the exhaust mount hole. Leave this loose for now. (FIG 3) 
5. Rock the skidplate forward so that it is up against the frame and the four skidplate mounting holes line up with the OEM mount 
locations. Thread 1 of the provided M6x20 bolts in each of those 4 mounting holes. Leave all bolts until all bolts are started.  
6. Starting with the front of the skidplate, use an 8mm T-Handle or socket and tighten the four Skidplate mounting bolts installed 
in step 5. (FIG 4) 
7. Reaching in from the backside next to the linkage using either a combination wrench or shallow socket 8mm. Tighten the rear 
mounting tab bolt. (FIG 5) 
8. Have fun and enjoy your next ride! 
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